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RB5x90 GOLDEN PRESTIGE

Watch our tutorials

Storage
> 5°C

Painting
> 10°C

Ready to use

Brush
Spray gun
Roller

Yield
8-10 m2/L

Mix it well
before use

Drying time
between the coats
2 h

Final drying time
6-8 h

Solid content
28 ± 3 %

Viscosity
3000 ± 300 cps

Specifi c weight
1,05 ± 0,1 g/cm3

pH
8,5 ± 1,0

Gloss level
60

FIELD OF APPLICATION
Wood, metal, glass, plastic and wall. Both indoor and outdoor use.

INFORMATION
Golden Prestige is a metallic topcoat for the contemporary luxury. No sanding and no stripping required. On nonporous surface 

(glass, plastic, etc.) it is recommended the application of Vintage Prestige as a primer to improve the adhesion in the closest 

colour to the chosen one of Golden Prestige range. Its water-based formulation is odourless and with low VOC emissions. 

Golden Prestige is a washable product. The application of two coats is recommended.

INSTRUCTIONS
Clean the object from dirt, dust and grease by means of acetone. If old coatings peeled off, sand with 150-180 grit sandpaper. 

Spread the product on the surface (if by spray gun, dilute 5% with water). Within 24 hours it is possible to apply a second coat 

to obtain a better colour homogeneity without sanding between the coats.

OVERCOATING
Floorings and furniture topcoat RP1160.

PACKAGING

0,25 L

RB5090
BROWN GOLD

RB5190
YELLOW GOLD

RB5290
PINK GOLD

RB5390
WHITE GOLD

RB5490
BLACK GOLD
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